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PROJECT DATA: 
ARIEL LUSTIG AND ALBERT REINHARDT  
827 JACKSON STREET 
ALBANY, CA 94706 
415 244 8667 
ariel@helloariel.com 
 
APN:             066 2789 028 00 
ZONE:            R - 1 
LOT SIZE:      6,300  S.F.   
                                      EXISTING   /   PROPOSED 
FLOOR AREAS:  
    RESIDENCE:        1136  S.F   /  1379  S.F. (addition 243 s.f.)     
    GARAGE                171  S.F.  /   NO CHANGE 
    STUDY ROOM       261 S.F   /   NO CHANGE 
FLOOR AREA RATIO: 
            1397 S.F.  22.2%  / 1640 S.F.  26.0% 
FAR calculated with 171 s.f. garage allowance 
LOT COVERAGE:       1568  S.F. 24.9% /  1856 S.F. 29.5% 
FRONT YARD:   14’ 5”  /   NO CHANGE 
RIGHT SIDEYARD:        5’ 7”  /   5’ 0”    
LEFT SIDEYARD:   31’ 0”  /   NO CHANGE  
REAR YARD:                35’ 2”  /    25’ 5”  
HEIGHT:                        16’ 9”  /    NO CHANGE 
# OF STORIES                    1     /    NO CHANGE 
PARKING: 1 in garage, 1 in driveway  /  NO CHANGE 
  
SCOPE OF WORK: 
REMOVE MUD ROOM/LAUNDRY STRUCTURE.  
REMODEL KITCHEN, AND ADD NEW LAUNDRY,  
BACK PORCH, BEDROOM AND BATH.     
4.5 CU. YDS. OF EXCAVATION FOR FOUNDATION 
 
BUILDING INFORMATION: 
OCCUPANCY: R – 3   
BUILDING TYPE: V – B 
SPRINKLERED: NO   
 
BUILDING CODES: 
2013 CALIFORNIA RESIDENTIAL CODE 
2013 CALIFORNIA BUILDING CODE 
2013 CALIFORNIA ELECTRICAL CODE 
2013 CALIFORNIA PLUMBING CODE 
2013 CALIFORNIA MECHANICAL CODE 
2013 CALIFORNIA FIRE CODE 
2013 CALIFORNIA ENERGY CODE 
2013 CALIFORNIA GREEN BUILDING STANDARDS  
including all city amendments 
 

SCALE: 1/8"   =    1'-0"

Roof Plan
SCALE: 3/32" =    1'-0"

Area Diagram

Addition & Remodel for
Ariel Lustig & Albert Reinhardt
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 Floor Plan & Site Plan



drawing title

job address

job number

sheet

date

drawn by

Issued For: Design Review

2

Addition & Remodel for
Ariel Lustig & Albert Reinhardt
827 Jackson St.
Albany, CA 94706

Exterior Elevations, Site
Section & Detail

1524
0 1"

If the bar below
measures one inch
drawing is to scale

9/2/15

Dc

(510) 654-6755

fax:  654-3424

5278 College Avenue
Oakland, California
94618-1415

!

!

BLOCK WINDOW UP (1/4" MIN.)
TO PREVENT SILL FROM SITTING DIRECTLY
ON SILL PAN

'FORTIFIBER' OR 'POLYKEN'
BUTYL-BASED SELF ADHESIVE
WINDOW FLASHING AT ROUGH OPEN'G

DRIP CAP FLASHING AT ALL NEW
WINDOW AND DOOR HEADS, (24 GA
GSM, PAINTED)

WINDOW INSTALLED ON
CONTINUOUS BED OF SEALANT -
SEALANT MUST BE COMPATIBLE
WITH ALL SURFACES IT IS IN
CONTACT WITH

1/4" MIN. SILL PAN UPTURN ALONG
BACK EDGE.

SIDING - SEE ELEVATIONS

HEADER PER STRUCTURAL DRAWINGS,
TYPICAL

INTERIOR FINISH

SIDING
BUILDING PAPER LAID OVER
WINDOW FLASHING PAPER

WINDOW SILL PAN OF BUTYL-BASED
SELF-ADHESIVE MEMBRANE

SILL BELOW

INTERIOR FINISH

INTERIOR STOOL AND APRON - SEE
INTERIOR ELEVATIONS

BUTYL-BASED SELF ADHESIVE
WINDOW FLASHING AT ROUGH
OPENING AND LAPPED ONTO WINDOW
FRAME, PER MFR'S INSTRUCTIONS

1X WOOD CASING

WOOD SILL

STOOL BELOW

1X WOOD CASING

2"MIN. REQ'D.
PER CITY OF ALBANY.

2"MIN. REQ'D.
PER CITY OF ALBANY.

Jamb Plan

Head Section

Sill Section

2 1

P
L

9

ADDITION

(E) CHIMNEY
TO BE REMOVEDLINE OF (E)

BUILDING!

(E) D.S. (E) D.S.

(E) GARAGE & STUDY

5

P
L

ADDITION

A
2

(N) G.S.M.
DIVERTER

PAINTED WOOD BOARD
AND BATTEN SIDING
AT WINDOW BAY

A 34

Typical Exterior Materials
- CLASS 'A', COMPOSITION SHINGLE ROOF, 40 YEAR RATED, TO MATCH (E)

-! PAINTED METAL GUTTERS AND DOWNSPOUTS

-! PAINTED WOOD EAVES AND GABLES

-! PAINTED WOOD SIDING - HORIZONTAL

-! (E) WOOD AND CLAD WOOD WINDOWS

-! (N) CLAD WOOD WINDOWS AND DOORS W/ SIMULATED DIVIDED LITES

-! PAINTED WOOD TRIMS AND CASINGS, TO MATCH (E)

12"
5"

P
L

(E)

A
2

12"
8" 12"

5"

16
'-9

" (
E

) A
N

D
 (N

) B
U

IL
D

IN
G

 H
E

IG
H

T

8 7 6 P
L

(E)

(E) D.S. (E) D.S.

(N) TANKLESS
WATER HEATER

(E) VENT FLUE

LINE OF (E)
BUILDING!

(E) ELECT.
METER

(E) GARAGE & STUDY

(E
) C

LG
. H

T.
   

8'
-4

 1
/2

"

PL

P
L

(N
) C

LG
. H

T.
   

8'
-4

 1
/2

"

CURB

(E) GRADE

(E) GRADE

LINE OF (E)
BUILDING!

SIDEWALK
STREET

Crawlspace PLANTER

Attic

(N) Master
Bedroom

(N) Bathroom Helena's Room Harris' RoomBathroomCL. CL.

(N) Bay

(N) Crawlspace

827 Jackson                    
9.3.15

SIERRA PACIFIC 
NUMBER or           
DOOR SIZE

TYPE
SEE EXT. 

ELEVS. FOR 
LITES (WxH)

HARDWARE REMARKS

1 C-WC 2442 - 2W CASEMENT 3 OVER 1         
EA SASH

2 C-DHC 2442 - 2W CLAD DOUBLE 
HUNGS

3 OVER 1         
EA SASH TEMPERED

3 C-DHC 2442 - 2W CLAD DOUBLE 
HUNGS

3 OVER 1         
EA SASH TEMPERED

4 C-DHC 1842  CLAD DOUBLE 
HUNG

3 OVER 1         
EA SASH   TEMPERED

5 C-DHC 3660 - 2W CLAD DOUBLE 
HUNGS

3 OVER 1         
EA SASH

HEAD AT 7' 0"           
EGRESS- opng 32" x 27"

6 C-DHC 3036 - 2W CLAD DOUBLE 
HUNGS

3 OVER 1         
EA SASH

7 C-DHC 2436 CLAD DOUBLE 
HUNG

3 OVER 1         
EA SASH

8 C-DHC 2436 CLAD DOUBLE 
HUNG

3 OVER 1         
EA SASH

9 VELUX VS SO1 OPERABLE 
SKYLIGHT

MANUAL W/ SHADE  
TEMP.  OVER LAM. 

COMFORT PLUS GLASS

A 2' 6" X 6' 8" X 1-3/4" SINGLE LITE ENTRANCE  AND 
DEADBOLT

TEMP. LOWE2 GL.,         
WEATHERSTRIPPED                     

W i n d o w/ D o o r   S c h e d 

NOTE:  ARCHITECT TO REVIEW BEFORE PLACING ORDER.
 WINDOW AND DOOR NOTES  
REFERENCE STANDARDS: NATIONAL WOOD WINDOW & DOOR ASSOCIATION (NWWDA) STANDARDS, !
       CURRENT EDITION.!
INSTALLATION:  INSTALL PER MANUFACTURERʼS INSTRUCTIONS.  COORDINATE WINDOW AND SCREEN !
       INSTALLATION WITH SECURITY INSTALLATION. !
WINDOWS : SIERRA PACIFIC CLAD INSULATED LOW E2 ARGON, 7/8" SDL/SPACERS, SCREENS, VERIFY 
OPERATORS AND HARDWARE WITH OWNER.!
1.     DOORS TO MATCH EXISTING STYLE AND SHALL OPERATE FREELY BUT NOT LOOSELY AND SHALL BE            
FREE FROM RATTLING IN CLOSED POSITION.  DOOR CLEARANCE AT HEAD AND JAMBS SHALL BE 3/32" PLUS                     
OR MINUS 1/32".!
2.     HARDWARE: SCHLAGE PLYMOUTH OR EQUAL TO MATCH EXISTING.!
!
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