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GENERAL NOTES 
 

1 .  SITE CONDITIONS: BIDDERS SHALL VISIT THE SITE 

AND FAMILIARIZE THEMSELVES WITH ALL EXISTING 

LIMITATIONS.  ALL FEATURES OF CONSTRUCTION NOT 

FULLY SHOWN SHALL BE OF THE SAME TYPE AND 

CHARACTER AS THAT SHOWN FOR SIMILAR 

CONDITIONS.  FOR SPECIAL CONDITIONS OR 

DISCREPANCIES, NOTIFY THE ARCHITECT BEFORE 

BIDDING OR PROCEEDING WITH THE WORK. 

 

2. PERMIT FEES AND INSURANCE: THE CONTRACT 

SHALL INCLUDE ALL PERMIT FEES UNLESS 

SPECIFICALLY NOTED IN THE BID AND CONTRACT.  THE 

CONTRACTOR SHALL CARRY LIABILITY, PROPERTY 

DAMAGE, AND WORKERS COMPENSATION INSURANCE, 

AND PROVIDE OWNER CERTIFICATES FOR THESE 

POLICIES. THE OWNER SHALL CARRY FIRE INSURANCE. 

 

3. BUILDING CODES: ALL WORK SHALL CONFORM TO 

ALL APPLICABLE CURRENT CODES AND ORDINANCES.  

THE CONTRACTOR SHALL NOTIFY THE ARCHITECT OF 

ALL MODIFICATIONS REQUESTED BY THE BUILDING 

DEPARTMENT, THE OWNER, CONSULTANTS, AND 

OTHER PARTIES. 

 

4.  TRADE STANDARDS: WORK SHALL BE COMPLETED 

SKILLFULLY AND IN ACCORDANCE WITH ACCEPTED 

TRADE STANDARDS.  STANDARDS FOR CARE AND 

WORKMANSHIP SHALL BE AS DEFINED AND OUTLINED 

BY THE NATIONAL TRADE BODY SUCH AS SMACNA, 

TILE COUNCIL OF AMERICA, NWMA, NRCA, LATHING 

AND PLASTER INSTITUTE OF NORTHERN CALIFORNIA, 

ETCETERA. 

 

5. MANUFACTURERS’ INSTRUCTIONS: FOLLOW THE 

MANUFACTURERS’ INSTRUCTIONS CAREFULLY.  

INSTRUCTIONS AND WARRANTIES SHALL BE GIVEN TO 

THE OWNER UPON SUBSTANTIAL COMPLETION. 

 

6. SUBSTITUTIONS:  SUBSTITUTIONS WILL BE 

CONSIDERED, BUT THE CONTRACTOR SHALL NOT 

SUBSTITUTE EQUIPMENT, MATERIAL, OR METHODS 

WITHOUT SPECIFIC APPROVAL BY THE ARCHITECT. 

 

7. SCHEDULE:  THE CONTRACTOR SHALL INFORM THE 

OWNER AND ARCHITECT OF THE CONSTRUCTION 

SCHEDULE PRIOR TO STARTING WORK.  THE 

CONTRACTOR SHALL MAKE EVERY EFFORT TO 

MINIMIZE DISRUPTION TO OCCUPANTS AND NEIGHBORS 

DURING CONSTRUCTION.   

 

8. COORDINATION OF WORK:  THE CONTRACTOR 

SHALL COORDINATE WORK BETWEEN 

SUBCONTRACTORS, TRADESPEOPLE, AND SUPPLIERS 

AS SHOWN IN THE DRAWINGS, SPECIFICATIONS, AND 

CONTRACT. 

 

 

 

 

 

9. CHANGE ORDERS: ALL CHANGE ORDERS SHALL BE 

AGREED TO AND IN WRITING PRIOR TO EXECUTION 

OF WORK. 

 

10.  DIMENSIONS: CONTRACTOR SHALL VERIFY ALL 

DIMENSIONS IN THE FIELD.  WRITTEN DIMENSIONS 

HAVE PRECEDENCE OVER SCALED DIMENSIONS.  

DIMENSIONS ARE TO THE ROUGH FRAME UNLESS 

OTHERWISE NOTED.  ANY DISCREPANCIES BETWEEN 

THE DRAWINGS AND/OR SPECIFICATIONS MUST BE 

BROUGHT TO THE ATTENTION OF THE ARCHITECT FOR 

CLARIFICATION PRIOR TO PROCEEDING WITH WORK. 

 

1 1 .  NOTCHES, BORES AND CUTS TO THE 

STRUCTURE:  DO NOT NOTCH, BORE OR CUT 

MEMBERS FOR PIPES, DUCTS OR OTHER REASONS 

EXCEPT AS SHOWN ON DRAWINGS WITHOUT THE 

SPECIFIC ADVANCE APPROVAL OF THE ARCHITECT. 

 

12. DEMOLITION:  THE CONTRACTOR SHALL EXECUTE 

DEMOLITION WORK TO ENSURE THE SAFETY OF 

PERSONS AND ADJACENT PROPERTY FROM DAMAGE 

BY SETTLEMENT, FALLING DEBRIS, AND OTHER 

CAUSES IN CONNECTION WITH THIS WORK.  WHERE 

EXISTING CONSTRUCTION IS CUT, DAMAGED, OR 

REMODELED, PATCH OR REPLACE WITH MATERIALS 

THAT MATCH THE KIND, QUALITY AND PERFORMANCE 

OF ADJACENT SURFACES. 

 

13. ASBESTOS:  IF THE CONTRACTOR ENCOUNTERS 

ASBESTOS, HE OR SHE SHALL WARN ALL EMPLOYEES, 

SUBCONTRACTORS, OWNER, OCCUPANTS, AND 

ARCHITECT PRIOR TO DEMOLITION AND 

CONSTRUCTION.  ALSO, IF DURING DEMOLITION OR 

CONSTRUCTION, MATERIALS CONTAINING ASBESTOS 

BECOME DISTURBED OR AIRBORNE, THEY MUST BE 

REMOVED.  REMOVAL AND DISPOSAL MUST CONFORM 

TO THE LATEST REQUIREMENTS OF THE EPA, OSHA, 

CALIFORNIA DEPARTMENT OF HEALTH SERVICE AND 

LOCAL AUTHORITIES.  ASBESTOS REMOVAL IS THE 

RESPONSIBILITY OF THE GENERAL CONTRACTOR. 

 

14. CLEANUP:  THE CONTRACTOR SHALL REMOVE ALL 

CONSTRUCTION DEBRIS AT THE END OF THE JOB AND 

DISPOSE OF IT LEGALLY.  CLEAN ALL NEW WINDOWS 

AND LEAVE THE JOB BROOM CLEAN. 

 

15. WARRANTY:  CONTRACTOR SHALL WARRANT ALL 

WORKMANSHIP AND MATERIALS FOR A PERIOD OF 

ONE YEAR FROM THE DATE OF SUBSTANTIAL 

COMPLETION OR FROM THE COMMENCEMENT OF 

SPECIFIC WARRANTIES, AND MAKE CORRECTIONS TO 

THE WORK DURING THESE PERIODS. 
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PROJECT DATA 
 
BEDROOM ADDITION FOR 
KYLE BERNHARD & JODY AOYAGI 
1267 WASHINGTON AVE 
ALBANY, CA 94706 
 
APN: 67-2835-20 
LOT AREA: 3575 (55.00’ x 65.00’) 
ZONE: R-1 
OCCUPANCY GROUP: R-3 
CONSTRUCTION TYPE: V-B (NOT FIRE SPRINKLER PROTECTED) 
T24 CLIMATE ZONE: 3 
NO. OF STORIES: 2 
HOUSE BUILT IN: 1936 
 
     EXISTING PROPOSED  REQUIREMENT 
 
MAX. HEIGHT:   18’-9”  11’-6”   28’-0” MAX. 
FRONT SETBACK:    10’-2”+  NO CHANGE  15’-0” MIN. 
SIDE SETBACK (EAST):   3’-2 !” 5’-0”   5’-0” MIN. 
SIDE SETBACK (WEST):   9’-8 "”- NO CHANGE  5’-0” MIN. 
REAR SETBACK:    20’-2”  5’’-0”   20’-0” MIN. 
 
REQUEST VARIANCE FOR REAR YARD SETBACK LESS THAN 20’-0” DUE TO UNUSUAL LOT SIZE 
AND POSITION OF EXISTING BUILDING FOOTPRINT 
 
HABITABLE & CONDITIONED FLOOR AREA CALCULATIONS 
 
    EXISTING  PROPOSED  TOTAL 
UPPER FLOOR  445.04 SQ. FT. NO CHANGE  445.04 SQ. FT. 
MAIN FLOOR   937.33 SQ. FT. NO CHANGE  937.33 SQ. FT. 
GROUND FLOOR  165.75 SQ. FT.* 195.59 SQ. FT. 361.34 SQ. FT. 
 
FLOOR AREA   1548.12 SQ. FT. 195.59 SQ. FT. 1743.71 SQ. FT. 
 
*INCL. LAUNDRY CLOS.  
 
GARAGE   222.87 SQ. FT. NO CHANGE  222.87 SQ. FT. 
COVERED FRONT ENTRY 30.21 SQ. FT.  NO CHANGE  30.21 SQ. FT. 
 
GROSS FLOOR AREA SUBTOTAL     1996.79 SQ. FT.    
   
GARAGE EXEMPTION       -220.00 SQ. FT. 
 
ADJUSTED FLR AREA RATIO (FAR)     1776.79 SQ. FT (49.7%) < 60% 
 
ALLOWABLE FAR 60% OF LOT AREA <  3750 SQ. FT. 

60% OF  3575 SQ. FT. = 2250.00 SQ. FT. 
 

DRAWING INDEX 
 
SHEET 1: SITE PLAN WITH ROOF PLAN @ 1/8” = 1’–0” 

PARTIES INVOLVED  
PROJECT DATA  
SCOPE OF WORK 
ASSESSOR'S PARCEL MAP 
SANBORN MAP 
GENERAL NOTES 
DRAWING INDEX 
BEST MANAGEMENT PRACTICES 

SHEET 1.1: SURVEY 
SHEET 2: PROPOSED PARTIAL MAIN & GROUND FLOOR  
  PLAN @ !” = 1’-0” 
  PROPOSED PARTIAL UPPER FLOOR PLAN W/ ROOF  
  PLAN BELOW @ !” = 1’-0” 
  (E) MAIN & GROUND FLOOR PLAN @ !” = 1’-0” 
  (E) UPPER FLOOR PLAN @ !” = 1’-0” 

ARCHITECTURAL LEGEND 
SHEET 3: PROPOSED EAST ELEVATION @ 1/4” = 1’-0” 
  PROPOSED NORTH ELEVATION @ 1/4” = 1’-0” 
  PROPOSED WEST ELEVATION @ 1/4” = 1’-0” 
  TYPICAL PROPOSED EXT. BUILDING MATERIALS 
  BUILDING SECTION A (LOOKING SOUTH) @ "” = 1’-0” 

09.23.16 

JODY AOYAGI & KYLE BERNHARD 
 1267 WASHINGTON AVE 
 ALBANY, CA 94706 

 
SCOPE OF WORK  

• MAIN FLOOR HORIZONTAL ADDITION AT REAR OF THE HOUSE: 
• APPROXIMATELY 195.59 SQ. FT. HORIZONTAL (15’-2” x 12’-10 !’ ADDITION TO 

INCLUDE (N) BEDROOM #4 
• DEMO (E) EXTERIOR & INTERIOR WALLS AS SHOWN ON FLOOR PLAN 
• (N) WALLS PER PLAN 
• DEMO (E) ROOF & (E) ROOF OVERHANGS AS NECESSARY PER PLAN 
• (N) WINDOWS, SKYLIGHT (MFRD. BY VELUX) AND DOORS PER PLAN & EXT. 

ELEV. 
• (N) CLAY TILE ROOF & ASPHALT COMPOSITION SHINGLE ROOF TO MATCH (E) 

PER PLAN & EXT. ELEV. 
• (N) STRUCTURAL FRAMING & FOUNDATION @ PER STR’L DRAWINGS 
• EXTERIOR STUCCO AND EXTERIOR MATERIALS/SURFACES DISTURBED DURING 

REMODEL TO MATCH (E) 
 
BUILDING SYSTEMS: 

• (N) ELECTRICAL OUTLETS, SWITCHES & LIGHT FIXTURES WHERE REMODELING 
WORK OCCURS AS SHOWN ON PLAN & AS REQUIRED FOR CODE 
COMPLIANCE 

o CONFIRM OR UPGRADE MAIN ELEC. SVC. TO 100A MIN. (AS REQUIRED 
BY CODE) 

• (N) INSULATION @ (N) EXT. WALLS & (E) EXT. WALLS OPENED DURING 
CONSTRUCTION 

• (N) DUCTWORK & (N) HEAT REGISTERS AS REQUIRED 
• (N) GUTTERS AND DOWNSPOUTS AS REQUIRED  
• (N) SMOKE DETECTORS & CARBON MONOXIDE DETECTORS AS REQUIRED 

THROUGHOUT 
 
INTERIOR FINISHES: 

• PATCH OR REPLACE (E) FINISHES @ ALL (E) SURFACES DISTURBED (i,e. 
PLASTER/ DRYWALL, BASEBOARDS, MOULDINGS, ETC.) BY NEW 
CONSTRUCTION 

• (N) GYPSUM BOARD WALLS AND CEILINGS WHERE (N) WORK OCCURS, PER 
FINISH SCHEDULE 

• ALL (N) INTERIOR PAINT @ ALL ROOMS WHERE (N) WORK OCCURS 
• (N) INTERIOR DOORS AS SHOWN ON PLANS 
• (N) HARDWOOD FLOORS AT (N) BEDROOM $4 
 

 
ADDITION AND REMODELING @ MAIN FLOOR (PHASE 2) 
 
(N) BEDROOM  

• (N) EXT. WALLS PER PLAN; WALLS TO BE UNRATED PER PLAN 

• (N) BEDROOM WALL EAST TO BE SET BACK 5’-0” FROM (E) PROPERTY LINE 
PER PLAN 

• (N) BEDROOM WALL NORTH TO BE SET BACK 5’-0” MIN. FROM (E) PROPERTY 
LINE PER PLAN 

• (N) WINDOWS, DOORS, AND SKYLIGHT PER PLAN & EXT. ELEV. 
• (N) VAULTED CEILING W/ MIN. CLG. HT. @ 7’-0” AT (N) BEDROOM #4 PER PLAN 

 
MAIN FLOOR FOOTPRINT   937.33 SQ. FT.  
GROUND FLOOR FOOTPRINT   165.75 SQ. FT.  
GARAGE FOOTPRINT    222.87 SQ. FT. 
COVERED ENTRY  FOOTPRINT  30.21 SQ. FT. 
 
(E) GROSS BUILDING FOOTPRINT  1356.16 SQ. FT. (37.9%) < 50% 
 
(N) GROUND FLOOR FOOTPRINT  195.59 SQ. FT.  
 
(N) GROSS BUILDING FOOTPRINT  1551.75 SQ. FT. (43.4%) < 50% 
 
LOT COVERAGE 
 
(E) LOT COVERAGE (EXISTING GROSS BUILDING FOOTPRINT ÷ LOT AREA) 
1356.16 SQ. FT. ÷ 3575 SQ. FT. = 37.9% 
 
(N) LOT COVERAGE (NEW GROSS BUILDING FOOTPRINT ÷ LOT AREA) 
1551.75 SQ. FT. ÷ 3575 SQ. FT. = 43.4% 
 
FIRE SPRINKLER FLOOR AREA CALCULATION 
(N) FLOOR AREA ADDITION 195.59 SQ. FT. ÷ (E) FLOOR AREA 1548.12 SQ, FT. = 12.6% < 50% 
NO EXISTING FLOOR AREA REMODELED OR ALTERED AS PART OF THIS PROJECT  
EXCEPT ONE WINDOW IN NORTH FACING WALL UPPER FLOOR 
 
 

PARTIES INVOLVED 
 
OWNER:  KYLE BERNHARD & JODY AOYAGI 
   1267 WASHINGTON AVE 
   ALBANY, CA 94706 
 
ARCHITECT:  JASON KALDIS ARCHITECT, INC. 
   1250 ADDISON STREET – STUDIO 210 
   BERKELEY, CA 94702 
   (510) 549-3584 
   (510) 549-3574 FAX 
   CONTACT JASON:  
   jason@jkaldisarchitect.com 
 
SOILS ENGINEER: MOHAN SRINIVAS 
   1254 48TH AVE. #2 
   SAN FRANCISCO, CA 94122 
   (415) 685-7030 
   CONTACT: MOHAN 
   mohan@gmail.com 
 
STRUCTURAL VAN MAREN ASSOCIATES 
ENGINEER:  460 BOULEVARD WAY 
   OAKLAND CA 94610 
   (510) 653-0675 
   (510) 653-2727 FAX 
   CONTACT: PETER VAN MAREN 
 
LAND SURVEYOR: ANDREAS DEAK 
   2116 BUENA VISTA AVE 
   ALAMEDA, CA 94501 
   (510) 865-4289 
   CONTACT: ANDREAS 
   andreasdeak@yahoo.com 
 
ENERGY  GABEL ASSOCIATES, LLC 
COMPLIANCE: 1818 HARMON STREET 
   BERKELEY CA 94703-2472 
   (510) 428-0803 
   (510) 428-0324 FAX 
   office@gabelenergy.com  

CONTACT: MIKE GABEL 
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   ALBANY, CA 94706 
 
ARCHITECT:  JASON KALDIS ARCHITECT, INC. 
   1250 ADDISON STREET – STUDIO 210 
   BERKELEY, CA 94702 
   (510) 549-3584 
   (510) 549-3574 FAX 
   CONTACT JASON:  
   jason@jkaldisarchitect.com 
 
SOILS ENGINEER: MOHAN SRINIVAS 
   1254 48TH AVE. #2 
   SAN FRANCISCO, CA 94122 
   (415) 685-7030 
   CONTACT: MOHAN 
   mohan@gmail.com 
 
STRUCTURAL VAN MAREN ASSOCIATES 
ENGINEER:  460 BOULEVARD WAY 
   OAKLAND CA 94610 
   (510) 653-0675 
   (510) 653-2727 FAX 
   CONTACT: PETER VAN MAREN 
 
LAND SURVEYOR: ANDREAS DEAK 
   2116 BUENA VISTA AVE 
   ALAMEDA, CA 94501 
   (510) 865-4289 
   CONTACT: ANDREAS 
   andreasdeak@yahoo.com 
 
ENERGY  GABEL ASSOCIATES, LLC 
COMPLIANCE: 1818 HARMON STREET 
   BERKELEY CA 94703-2472 
   (510) 428-0803 
   (510) 428-0324 FAX 
   office@gabelenergy.com  

CONTACT: MIKE GABEL 
 
 

0 1/2'' 1'' 2''

NOT TO SCALE

ASSESSOR'S PARCEL MAP

NOT TO SCALE

SANBORN MAP

SCALE: 1/8"   =    1'-0"

SITE PLAN

NORTH
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PARTIES INVOLVED, PROJECT DATA,
SCOPE OF WORK, ASSESSOR'S
PARCEL MAP, SANBORN MAP,
GENERAL NOTES, DRAWING INDEX,
BEST MANAGEMENT PRACTICES

BEST MANAGEMENT PRACTICES:

7. CONTRACTOR SHALL TRAIN AND PROVIDE
INSTRUCTION TO ALL EMPLOYEES/
SUBCONTRACTORS
RE: CONSTRUCTION BMPS

6. PROTECT ALL STORM DRAIN INLETS IN VICINITY
OF SITE USING SEDIMENT CONTROLS SUCH AS
BERMS, FIBER ROLLS OR FILTERS.

5. ALL WASTES ARE TO BE DISPOSED OF
PROPERLY. MATERIALS THAT CANNOT BE REUSED
OR RECYCLED MUST BE TAKEN TO AN
APPROPRIATE LANDFILL OR DISPOSED OF AS
HAZARDOUS WASTE. DEBRIS IS NEVER TO BE
THROWN INTO CHANNELS, CREEKS, OR WETLAND
AREAS. DEBRIS IS NEVER TO BE STORED OR LEFT
IN THE STREET OR NEAR A CREEK WHERE IT MAY
CONTACT RUNOFF.

4. VEHICLES OR EQUIPMENT ARE TO BE WASHED
AT APPROPRIATE OFF-SITE LOCATIONS.

3. PAVEMENT OR SURFACES WHERE MATERIALS
HAVE SPILLED ARE NEVER TO BE WASHED DOWN.
USE DRY CLEANUP METHODS WHEN EVER
POSSIBLE. IF WATER MUST BE USED TO FLUSH
PAVEMENT, RUNOFF IS TO BE COLLECTED TO
SETTLE OUT SEDIMENTS AND PROTECT STORM
DRAIN INLETS.

2. ALL LEAKS, DRIPS, AND OTHER SPILLS ARE TO
BE CLEANED UP IMMEDIATELY SO AS NOT TO
CONTACT STORM WATER.

1. BEFORE IT RAINS, MATERIALS ARE TO BE SWEPT
AND REMOVED FROM SURFACES THAT DRAIN TO
STORM DRAINS, CREEKS OR CHANNELS. EXPOSED
PILES OF SOIL, CONSTRUCTION MATERIALS AND
WASTES ARE TO BE COVERED WITH PLASTIC
SHEATHING OR TEMPORARY ROOFS TO PREVENT
RUNOFF DURING PERIODS OF RAIN.

EFFECTIVE JANUARY 1, 2014, THIS PROJECT IS TO COMPLY WITH THE 2013 EDITION OF
THE CALIFORNIA BUILDING STANDARDS CODE LOCATED IN TITLE 24 OF THE
CALIFORNIA CODE OF REGULATIONS INCLUDING: 2013 CALIFORNIA ADMINISTRATIVE
CODE, 2013 CALIFORNIA BUILDING CODE (CBC), 2013 CALIFORNIA RESIDENTIAL CODE
(CRC), 2013 CALIFORNIA GREEN BUILDING CODE, 2013 CALIFORNIA FIRE CODE, 2013
CALIFORNIA REFERENCE CODE, 2013 CMC, 2013 CEC, 2013 CPC, CALIFORNIA ENERGY
CODE AS AMENDED BY THE CITY OF ALBANY AND THE CALIFORNIA BUILDING
STANDARDS CODE BASED ON THE 2012 IBC, 2012 IRC, 2012 UMC, 2012 UPC, AND 2011
NEC, NFPA 70
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A

1

SD

ARCHITECTURAL LEGEND

NEW (N) WALL

EXISTING (E) WALL TO REMAIN

EXISTING (E) WALL TO BE REMOVED

LINE ABOVE

LINE BELOW OR BEYOND

PROPERTY LINE

SECTION

DETAIL NUMBER

SHEET NUMBER

AAP  =  ATTIC ACCESS PANEL
AP  =  ACCESS PANEL
CAR  =  COLD AIR RETURN
CAP  =  CRAWLSPACE ACCESS PANEL
D  =  DIMMER
DS  =  DOWN SPOUT
F  =  FLUORESCENT
FAU  =  FORCED AIR UNIT
FV  =  FOUNDATION VENT
GFI  =  GROUND FAULT CIRCUIT INTERUPTOR
HB  =  HOSE BIB
H20  =  WATER SUPPLY
LED  =  T24 QUALIFYING LED
MS  =  MOTION SENSOR
OH  =  OVERHANG
OS  =  OCCUPANCY SENSOR
PC  =  PHOTOCELL
SS  =  SANITARY SEWER
VS  =  VACANCY SENSOR
WH  =  WATER HEATER
WP  =  WATERPROOF/WEATHERPROOF
1S. 1P  =  1 SHELF, 1 POLE
220V  =  220 VOLT

KEY TO ABBREVIATIONS

WINDOW KEY

DOOR KEY

REVISION

CEILING MOUNTED LIGHT

WALL MOUNTED LIGHT

RECESSED LIGHT

SWITCH

3 WAY SWITCH

DUPLEX WALL OULET

QUAD WALL OUTLET

LIGHT-EXHAUST FAN COMBO

EXHAUST FAN

CEILING FAN

CEILING FAN W/ LIGHT

HEAT REGISTER @ FLOOR

HEAT REGISTER @ CEILING

HEAT REGISTER @ WALL OR TOEKICK

TELEPHONE JACK

T.V./ DATA CABLE JACK

SMOKE DETECTOR

SUPPLY LINE

HEAT DETECTOR

CARBON MONOXIDE DETECTOR

PUSH BUTTON

CHIMES

THERMOSTAT CONTROLS

FLOOR OUTLET

RECESSED ADJUSTABLE LIGHT

UNDERCABINET LIGHT

CABLE/TRACK LIGHTING

PL

A
6

1
5

1
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GFI  =  GROUND FAULT CIRCUIT INTERUPTOR
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MS  =  MOTION SENSOR
OH  =  OVERHANG
OS  =  OCCUPANCY SENSOR
PC  =  PHOTOCELL
SS  =  SANITARY SEWER
VS  =  VACANCY SENSOR
WH  =  WATER HEATER
WP  =  WATERPROOF/WEATHERPROOF
1S. 1P  =  1 SHELF, 1 POLE
220V  =  220 VOLT

KEY TO ABBREVIATIONS

WINDOW KEY

DOOR KEY

REVISION

CEILING MOUNTED LIGHT

WALL MOUNTED LIGHT

RECESSED LIGHT

SWITCH

3 WAY SWITCH

DUPLEX WALL OULET

QUAD WALL OUTLET

LIGHT-EXHAUST FAN COMBO

EXHAUST FAN

CEILING FAN

CEILING FAN W/ LIGHT

HEAT REGISTER @ FLOOR

HEAT REGISTER @ CEILING

HEAT REGISTER @ WALL OR TOEKICK

TELEPHONE JACK

T.V./ DATA CABLE JACK

SMOKE DETECTOR

SUPPLY LINE

HEAT DETECTOR

CARBON MONOXIDE DETECTOR

PUSH BUTTON
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FLOOR OUTLET

RECESSED ADJUSTABLE LIGHT

UNDERCABINET LIGHT

CABLE/TRACK LIGHTING
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0 1/2'' 1'' 2''

PROPOSED PARTIAL MAIN & GROUND FLOOR PLAN

(E) UPPER FLOOR PLAN

(N) PARTIAL UPPER FLOOR PLAN W/ ROOF PLAN BELOW

(E) MAIN & GROUND FLOOR PLAN

NORTH

8'0' 4'1'

(N) MAIN & GROUND FLOOR PLAN
@ 1/4" = 1'-0"
(N) PARTIAL UPPER FLOOR PLAN W/ ROOF
PLAN BELOW @ 1/4" = 1'-0"
(E) MAIN & GROUND FLOOR PLAN
@ 1/4" = 1'-0"
(E) UPPER FLOOR PLAN @ 1/4" = 1'-0"

SCALE: 1/4" = 1'-0"SCALE: 1/4" = 1'-0"

SCALE: 1/4" = 1'-0"SCALE: 1/4" = 1'-0"
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TYPICAL PROPOSED EXTERIOR BUILDING MATERIALS 
MATCH EXISTING, TYPICAL 

 
• (N) CLAY TILE TRIM @ GABLE END 
• (N) ASPHALT COMPOSITION SHINGLE ROOF TO MATCH (E) 
• ROOF SLOPE @ ADDITION TO MATCH (E) ROOF SLOPE @ (E) HOUSE 
• (N) STUCCO (AT ADDITION), PAINTED TO MATCH (E) 
• PATCH STUCCO (AT (E) HOUSE PER EXT. ELEVATION) TO MATCH (E), PAINTED 
• (N) TEMP./LAM. GLASS SKYLIGHT (VELUX) PER PLAN & EXT. ELEV. 
• (N) EXTERIOR SL. DOOR W/ (N) CONC. LANDING PER PLAN & EXT. ELEV. 
• (N) V-DG AWNING WINDOWS PER PLAN & EXT. ELEV. 
• (N) EXT. LIGHT FIXTURES PER PLAN & EXT. ELEV. 
• (N) GUTTERS W/ (N) DOWNSPOUTS PER PLAN & EXT. ELEV. 

o RELOCATE (E) DOWNSPOUT AT REAR AS NECESSARY 
• (N) STUCCO OGEE CORBEL TO MATCH (E) 
• (E) WINDOWS AT (E) HOUSE TO REMAIN (UNLESS NOTED ON DRAWINGS) 
• (E) WOOD DOORS TO REMAIN 
• (E) PARAPET 
• (E) STUCCO CHIMNEY W/ SPARK ARRESTOR TO REMAIN 
 
 

BUILDING SECTION A (LOOKING SOUTH)

PROPOSED WEST ELEVATIONPROPOSED EAST ELEVATION PROPOSED NORTH ELEVATION

(N) WEST, NORTH, EAST
ELEVATION @ 1/4" = 1'-0"
BUILDING SECTION A (LOOKING
SOUTH) @ 1/2" = 1'-0"

SCALE: 1/2" = 1'-0"

SCALE: 1/4" = 1'-0"SCALE: 1/4" = 1'-0" SCALE: 1/4" = 1'-0"
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