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GREEN BUILDING NOTES: 1.	Construction and Demolition Debris: 100% of mixed debris must be transported by a registered hauler to a registered facility and be processed for recycling, in Construction and Demolition Debris: 100% of mixed debris must be transported by a registered hauler to a registered facility and be processed for recycling, in compliance with the San Francisco Construction & Demolition Debris Ordinance 2.	Recycling by Occupants: Provide adequate space and equal access for storage, collection and loading of compostable, recyclable and landfill materials. - See Recycling by Occupants: Provide adequate space and equal access for storage, collection and loading of compostable, recyclable and landfill materials. - See Administrative Bulletin 088. 3.	Indoor Water Efficiency:Install water-efficient fixtures and fittings as summarized in CalGreen 4.303 (See “Indoor Water Efficiency” at left.) Replace all noncompliant Indoor Water Efficiency:Install water-efficient fixtures and fittings as summarized in CalGreen 4.303 (See “Indoor Water Efficiency” at left.) Replace all noncompliant Indoor Water Efficiency” at left.) Replace all noncompliant  at left.) Replace all noncompliant fixtures in project area (CalGreen 3.301.1.1, San Francisco Housing Code 12A) 4.	Energy Efficiency: Comply with California Energy Code (Title 24, Part 6) Energy Efficiency: Comply with California Energy Code (Title 24, Part 6) 5.	Pest Protection: Annular spaces around pipes, electric cables, conduits, or other openings in sole/bottom plates at exterior walls shall be closed with cement mortar, Pest Protection: Annular spaces around pipes, electric cables, conduits, or other openings in sole/bottom plates at exterior walls shall be closed with cement mortar, concrete masonry, or a similar method acceptable to DBI for protection against rodents. 6.	Moisture content of building materials: Verify wall and floor framing does not exceed 19% moisture content prior to enclosure. Materials with visible signs of moisture Moisture content of building materials: Verify wall and floor framing does not exceed 19% moisture content prior to enclosure. Materials with visible signs of moisture damage shall not be installed. Moisture content shall be verified in compliance with the following: (CalGreen 4.505.3 ) 1) Moisture content shall be determined with either a probe-type or a contact-type moisture meter. Equivalent moisture verification methods may be approved by the enforcing agency and shall satisfy requirements in Section 101.8.  2) Moisture readings shall be taken at a point 2 feet (610 mm) to 4 feet (1219 mm) from the grade-stamped end of each piece to be verified. 3) At least three random moisture readings shall be performed on wall and floor framing with documentation acceptable to the enforcing agency provided at the time of approval to enclose the wall and floor framing. Insulation products which are visibly wet or have a high moisture content shall be replaced or allowed to dry prior to enclosure in wall or floor cavities. Manufacturers' drying recommendations shall be followed for wet-applied insulation products prior to enclosure 7.	Covering duct openings and protecting mechanical equipment during construction: Duct openings and other air distribution component openings shall covered during Covering duct openings and protecting mechanical equipment during construction: Duct openings and other air distribution component openings shall covered during all phases of construction with tape, plastic, sheetmetal, or other acceptable methods to reduce the amount of water, dust, and debris entering the system. 8.	Bathroom exhaust fans: Must be ENERGY STAR compliant, ducted to terminate outside the building, and controlled by humidistat capable of adjustment between Bathroom exhaust fans: Must be ENERGY STAR compliant, ducted to terminate outside the building, and controlled by humidistat capable of adjustment between relative humidity of less than 50% to maximum of 80%. Humidity control may be a separate component from the exhaust fan. 9.	Carpet: All carpet must meet one of the following: (CalGreen 4.504.3)  Carpet: All carpet must meet one of the following: (CalGreen 4.504.3)  1. Carpet and Rug Institute Green Label Plus Program,  2. California Department of Public Health Standard Practice for the testing of VOCs (Specification 01350),  3. NSF/ANSI 140 at the Gold level,  4. Scientific Certifications Systems Sustainable Choice, OR  5. California Collaborative for High Performance Schools EQ 2.2 and listed in the CHPS High Performance Product Database AND carpet cushion must meet Carpet and Rug Institute Green Label,  AND indoor carpet adhesive & carpet pad adhesive must not exceed 50 g/L VOC content. 10.	Resilient flooring systems: For 80% of floor area receiving resilient flooring, install resilient flooring complying with:  Resilient flooring systems: For 80% of floor area receiving resilient flooring, install resilient flooring complying with:  1. Certified under the Resilient Floor Covering Institute (RFCI) FloorScore program,  2. Compliant with the VOC-emission limits and testing requirements of California Department of Public Health 2010 Standard Method for the Testing and Evaluation Chambers v.1.1,  3. Compliant with the Collaborative for High Performance Schools (CHPS) EQ2.2 and listed in the CHPS High Performance Product Database, OR  4. Certified under the Greenguard Children & Schools Program to comply with California Department of Public Health criteria. 11.	Composite wood products: Hardwood plywood, particleboard, and medium density fiberboard composite wood products used on interior or exterior shall meet CARB Air Composite wood products: Hardwood plywood, particleboard, and medium density fiberboard composite wood products used on interior or exterior shall meet CARB Air Toxics Control Measure for Composite Wood. See CalGreen Table 4.504.5. 12.	Interior paints and coatings: Comply with VOC limits in the Air Resources Board Architectural Coatings Suggested Control Measure and California Code of Regulations Interior paints and coatings: Comply with VOC limits in the Air Resources Board Architectural Coatings Suggested Control Measure and California Code of Regulations Title 17 for aerosol paints. See CalGreen Table 4.504.3. 13.	Low-VOC aerosol paints and coatings: Meet BAAQMD VOC limits (Regulation 8, Rule 49) and Product-Weighted MIR Limits for ROC. (CalGreen 4.504.2.3.) Low-VOC aerosol paints and coatings: Meet BAAQMD VOC limits (Regulation 8, Rule 49) and Product-Weighted MIR Limits for ROC. (CalGreen 4.504.2.3.) 14.	Low VOC Caulks, Construction adhesives, and Sealants: Meet SCAQMD Rule 1168. See CalGreen Tables 4.504.1 and 4.504.2. (CalGreen 4.504.2.1) Low VOC Caulks, Construction adhesives, and Sealants: Meet SCAQMD Rule 1168. See CalGreen Tables 4.504.1 and 4.504.2. (CalGreen 4.504.2.1) INDOOR WATER USE  (PRESCRIPTIVE APPROACH) All fixtures must not exceed flow rates summarized below (from CalGreen Tables 5.303.2.2. & 5.303.2.3): Fixture Type					Maximum Prescriptive Flow Rate					Referenced Standard Maximum Prescriptive Flow Rate					Referenced Standard Referenced Standard California Plumbing Code Table 1401.1 Showerheads2				2 gpm @ 80 psi							n/a 2 gpm @ 80 psi							n/a n/a Lavatory faucets - nonresidential	0.4 gpm @ 60 psi							ASME A112.18.1/CSA B125.1 0.4 gpm @ 60 psi							ASME A112.18.1/CSA B125.1 ASME A112.18.1/CSA B125.1 Kitchen faucets				1.8 gpm @ 60 psi							n/a					 1.8 gpm @ 60 psi							n/a					 n/a					 Tank-type water closets			1.28 gallons/flush1 and EPA WaterSense Certified		U.S. EPA WaterSense Tank- Type High-Efficiency Toilet Specification1.28 gallons/flush1 and EPA WaterSense Certified		U.S. EPA WaterSense Tank- Type High-Efficiency Toilet SpecificationU.S. EPA WaterSense Tank- Type High-Efficiency Toilet Specification
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2013 CALIFORNIA CODE  - 2013 CALIFORNIA BUILDING CODE  - 2013 CALIFORNIA ENERGY CODE  - 2013 CALIFORNIA PLUMBING CODE  - 2013 CALIFORNIA MECHANICAL CODE  - CITY OF ALBANY LOCAL CODES 
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APN: 065-2649-037 ZONING: R1 OCCUPANCY: R-3 (NO CHANGE) NO. OF RESIDENTIAL UNITS: EXISTING 1 (NO CHANGE) NO. OF STORIES: EXISTING 1, PROPOSED 2     TYPE OF CONSTRUCTION: TYPE V-B (NO CHANGE) LOT SIZE: 4683 S.F. BUILDING SIZE: EXISTING 1082 S.F., PROPOSED 1352 S.F.  EXISTING DETACHED GARAGE SIZE: 222 S.F. LOT COVERAGE: EXISTING 25.66 %, PROPOSED 33.50% HABITABLE AREA: EXISTING 1082 S.F., PROPOSED 1449 S.F. 

AutoCAD SHX Text
EXTENSION OF EXISTING BUILDING: REMOVAL OF REAR PORTION OF EXISTING BUILDING (175 S.F.); ADD TWO STORY OF EXTENSION PORTION AT REAR OF BUILDING (540 TOTAL SF.), WITH ONE LIBRARY, ONE DINING ROOM, ONE BATH, AND ONE ONE MASTER BEDROOM. 
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M1.  	PROVIDE COMBUSTION AIR OPENINGS FROM OUTSIDE FOR W.H. FOR CMC-CH.7. PROVIDE COMBUSTION AIR OPENINGS FROM OUTSIDE FOR W.H. FOR CMC-CH.7. M2.  	SEISMIC STRAP & 18" HIGH PLATFORM. SEISMIC STRAP & 18" HIGH PLATFORM. M3.  	TERMINATE GAS VENT 4'-0" FROM   & 2'-0" ABOVE ANY PORTION OF BLDG. WITHIN  TERMINATE GAS VENT 4'-0" FROM   & 2'-0" ABOVE ANY PORTION OF BLDG. WITHIN   & 2'-0" ABOVE ANY PORTION OF BLDG. WITHIN  10'-0" & FOR CMC-806. M4.  	TERMINATE EXHAUST FAN OUTLET 3'-0" FROM   & BLDG. OPENINGS W/ BDD. TERMINATE EXHAUST FAN OUTLET 3'-0" FROM   & BLDG. OPENINGS W/ BDD.  & BLDG. OPENINGS W/ BDD. M5.  	DRYER EXHAUST DUCT 14'-0" MAX. FOR CMC-504.3.2. DRYER EXHAUST DUCT 14'-0" MAX. FOR CMC-504.3.2. M6.  	DRYER DIRECT EXHAUST TO EXTERIOR, USE STEEL SMOOTH BORE MIN.4"   DUCT  DRYER DIRECT EXHAUST TO EXTERIOR, USE STEEL SMOOTH BORE MIN.4"   DUCTBACKDRAFT PROTECT.(SFMC 908.1) M7.  	PROVIDE AIR CHAMBER TO ABSORB HIGH PRESSURE RESULTING FROM QUICK CLOSING  PROVIDE AIR CHAMBER TO ABSORB HIGH PRESSURE RESULTING FROM QUICK CLOSING  OF THE QUICK ACTING VALVES PER CPC SEC.609.10 M8.  	SPECIFY FLUORESCENT LIGHTING OR MANUAL MOTION SENSOR SWITCH AT BATHROOM SPECIFY FLUORESCENT LIGHTING OR MANUAL MOTION SENSOR SWITCH AT BATHROOM AND KITCHEN.

AutoCAD SHX Text
%%UMECHANICAL NOTES

AutoCAD SHX Text
M9.  	WEATHERSTRIPPING ALL EXTERIOR DOORS AND WINDOWS. WEATHERSTRIPPING ALL EXTERIOR DOORS AND WINDOWS. M10. 	ALL EXHAUST SYSTEMS SHALL HAVE BACKDRAFT OR AUTOMATIC DAMPERS. ALL EXHAUST SYSTEMS SHALL HAVE BACKDRAFT OR AUTOMATIC DAMPERS. M11.	ALL WATERPIPES IN UNHEATED SPACE SHALL HAVE R-3 INSULATION OR GREATER. ALL WATERPIPES IN UNHEATED SPACE SHALL HAVE R-3 INSULATION OR GREATER. M12.	LAVATORY AND SINK FIXTURES TO BE FLOW-RESTRICTING TYPE, NOT EXCEEDING 2.75. LAVATORY AND SINK FIXTURES TO BE FLOW-RESTRICTING TYPE, NOT EXCEEDING 2.75. M14.	SMOKE DETECTORS SHALL BE INSTALLED IN EACH BEDROOM. ONE SMOKE DETECTOR  SMOKE DETECTORS SHALL BE INSTALLED IN EACH BEDROOM. ONE SMOKE DETECTOR  SHALL BE CENTRALLY  LOCATED IN THE CORRIDOR BETWEEN BEDROOMS. M15.	NO.26 GALVANIZED SHEET STEEL GAGE DUCT SHALL BE PROVIDED WITHIN GARAGE NO.26 GALVANIZED SHEET STEEL GAGE DUCT SHALL BE PROVIDED WITHIN GARAGE      AREA
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PRODUCT SPECIFICATIONS

MATERIALS

The extruded vinyl profiles comply with the performance
requirements of AAMA 303-97. The colors extend through the profile
of the extrusion with White and Desert Sand colors available. An
Almond color is available in select Western markets.

FRAME

All frames and sash are assembled using fusion-welding technology
for added strength and durability. The frame jamb width is 2-29/32”
(74mm), and the nominal extrusion exterior wall thickness is 0.060“.
The wall depth of the single hung product is 1-19/32“. The frame
incorporates an integral nailing fin which can be easily removed to
allow the unit to be used in a replacement window application. The
replacement product option includes a head expander and a sloped
sill adapter which can be modified to accommodate various slope sills.
Weep holes are included on the frame to ensure standing water is
directed to the exterior plane of the unit. An interior and exterior
accessory groove is standard to accommodate various frame
accessory and assembly options on the product. Optional integral
stucco key, integral dual-wall flush fin and snap in flat casing profiles
are available for specific applications.

SASH

The side load sash is a 1-1/2” (38.1mm) nominal thickness, and is
assembled using fusion-welding technology for added strength and
durability. The sash in the brickmould option is a 1-3/8“ (35.1mm)
nominal thickness. The sash also uses a steel reinforcement bar in the
horizontal meeting rails for additional strength. The fixed upper glass
is direct set into the unit frame.

GLAZING

3/4“ (19mm) insulated glass consist of two lites of glass sealed around
a spacer. The glass is mounted into the sash using a silicone-glazing
compound. The insulating glass units comply with the performance
requirements of the IGCC in accordance with either ASTM E774 or
E2190. All units except the brickmould product are exterior glazed.

GLAZING OPTIONS

3/4” (19mm) insulated glass is available in clear, Low-E or Low-E 366,
tinted, obscure or other specialty insulating glass as specified. Many
glass options are available in tempered glazings. A single use
reglazable drywall unit option is available, allowing the user to
remove the upper glass and meeting rail. A V-groove option is
available in select markets.

WEATHERSTRIPPING

A fin-pile weatherstrip is applied along dual perimeter of the
operating sash. The meeting rails utilize an integral extruded
interlock to provide exceptional performance.

HARDWARE

The exclusive WEN-Lockt with visible latch indicator or a single
action cam style lock is available on all windows. Adjustable low
friction guides are housed at the base of the sash to allow for ease of
operation. An anti-lift prevents the removal of the sash when in a
closed position.

INSECT SCREENS

The optional fiberglass charcoal color insect screen is set in an
aluminum frame to match the color of the unit. The screen is secured
to the window using a pin and spring loaded plunger system. Insect
screens are intended to allow air and light in and to keep insects out.
They are not intended to keep anyone or anything from falling
through an open door or window. For safety screens or other security
devices contact your local building supply retailer.

GRILLES

GBG (Grilles between the Glass) - 5/8“ (16mm) and 7/8” (22.2mm) flat
or 1“ (26mm) contour grilles mounted between the glass panes
suspended within the air cavity and color matched to the extrusion
color. A V-groove option is available in select markets.

EXTENSION JAMBS

Extension jambs are regionally available for JELD-WEN vinyl
products. The 9/16” extension jambs are available in pine clear vinyl
wrapped, primed wood, red oak and maple finishes and can be
specified on three or four sides of the product.

ADDITIONAL ACCESSORIES

Additional accessories are available for JELD-WEN Vinyl products.
Please contact your local building supply retailer for a complete
listing of the additional accessories.

INSTALLATION

Installation per JELD-WEN Installation Method for Vinyl Windows
JII001, JII010 or JII011. See www.jeld-wen.com/resources for
instructions.

PERFORMANCE

NFRC Certified - (rated and labeled in accordance with NFRC)

AAMA/NWDMA I.S.2-97
R20-DP rated

Builders Vinyl
Sliding Windows
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QUICK SPEC GUIDE

SPECIFICATION STANDARD FEATURES
OPTIONAL FEATURES

Some options may require additional lead times.
Consult your JELD-WEN Sales Representative.

COLOR S White S Almond
S Desert Sand

not available in all regions

SIZE
(Rough Opening)

S Width: 20” to 72”
S Height: 12” to 72”
S 2-vent units width available up to 120”
S 2-vent units height available up to 60”
S 40 sq ft. maximum in 2-vent unit

FRAME S Integral Nail Fin S Pocket/Block Frame
S Integral Dual Wall Flush Fin (West)
S Integral Stucco Fin w/stucco key (West)

GLAZING S Insulating Low-E S Clear

S Low-E 366

S Obscure

S Bronze

S Gray

S Gluechip
S Rain
S Azurlite
S Laminated
S All glass available

tempered
regional glass availabilities may differ

HARDWARE S Nylon Rollers or Guides
S WEN-Lockt

S Cam Lock

HARDWARE COLOR S Color matched to extrusion

SCREENS S Fiberglass

SCREEN FRAME COLOR S Color matched to extrusion

GRILLES S 1” Contour GBG (grilles between the glass)
S 5/8” Flat GBG (grilles between the glass)
S 5/8” Contour GBG (grilles between the glass) (East)
S 7/8” Flat GBG (grilles between the glass) (East)

JAMB DEPTH S 2-29/32” S Integral J-channel (East) - 2-29/32”
S Integral Dual Wall Flush Fin (West) - 2-29/32”
S Integral Stucco Fin w/stucco key (West) - 2-29/32”

S 4-9/16” Extension Jambs Applied (East only)
S 6-9/16” Extension Jambs Applied (East only)

ACCESSORIES S Extension Jamb Retainer
S Drip Cap
S Drywall Retainer
S Head and Sill Expander (East)
S 14 Degree Sloped Sill Adaptor (factory applied

available)

Builders Vinyl
Sliding Windows
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2-WIDE SLIDING WINDOWS

7HS2412

DAYLIGHT OPENING
FRAME SIZE

ROUGH OPENING
UNIT SIZE

8 3/8” 9 9/16”
23 1/2”

24”
25 3/4”

6
3/

8”
11

1/
2”

12
”

13
3/

4”

20*

11 3/8” 12 9/16”
29 1/2”

30”
31 3/4”

14 3/8” 15 9/16”
35 1/2”

36”
37 3/4”

17 3/8” 18 9/16”
41 1/2”

42”
43 3/4”

20 3/8” 21 9/16”
47 1/2”

48”
49 3/4”

23 3/8” 24 9/16”
53 1/2”

54”
55 3/4”

20* 20* 20* 20* 20*

7HS3012 7HS3612 7HS4212 7HS54127HS4812

7HS2418 7HS3018 7HS3618 7HS4218 7HS54187HS4818

7HS2424 7HS3024 7HS3624 7HS4224 7HS54247HS4824

7HS2430 7HS3030 7HS3630 7HS4230 7HS54307HS4830

7HS2436 7HS3036 7HS3636 7HS4236 7HS54367HS4836

7HS2442 7HS3042 7HS3642 7HS4242 7HS54427HS4842

7HS2448 7HS3048 7HS3648 7HS4248 7HS54487HS4848

7HS2454 7HS3054 7HS3654 7HS4254 7HS54547HS4854

8
3/

4”
12

3/
8”

17
1/

2”
18

”
19

3/
4”

14
3/

4”
18

3/
8”

23
1/

2”
24

”
25

3/
4”

20
3/

4”
24

3/
8”

29
1/

2”
30

”
31

3/
4”

26
3/

4”
30

3/
8”

35
1/

2”
36

”
37

3/
4”

32
3/

4”
36

3/
8”

41
1/

2”
42

”
43

3/
4”

38
3/

4”
43

3/
8”

47
1/

2”
48

”
49

3/
4”

45
3/

4”
48

3/
8”

53
1/

2”
54

”
55

3/
4”

50
3/

4”

20* 20* 20* 20* 20* 20*

20* 20* 20* 20* 20* 20*

20* 20* 20* 20* 20* 20*

20* 20* 20* 20* 20* 20*

20* 20* 20* 20* 20* 20*

20* 20* 20* 20* 20* 20*

20* 20* 20* 20* 20* 20*

E

E

E

E

E

ELEVATION SYMBOL LEGEND:
##* NUMBER INDICATES DESIGN PRESSURE (DP) RATING WITH STANDARD GLAZING.
E UNIT MEETS EGRESS REQUIREMENTS FOR IRC CODE. STATE AND LOCAL EGRESS CODES MAY DIFFER. ALWAYS REFER TO LOCAL BUILDING CODES FOR COMPLETE REQUIREMENTS.

CHECK WITH LOCAL OFFICIALS TO ENSURE COMPLIANCE BEFORE INSTALLING THE UNIT.

Builders Vinyl

SCALE: 1/4” = 1’
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7HS2460 7HS3060 7HS3660 7HS4260 7HS54607HS4860

7HS2466 7HS3066 7HS3666 7HS4266 7HS54667HS4866

7HS2472 7HS3072 7HS3672 7HS4272 7HS54727HS4872

54
3/

8”
59

1/
2”

60
”

61
3/

4”

56
3/

4”
60

3/
8”

65
1/

2”
66

”
67

3/
4”

62
3/

4”
66

3/
8”

71
1/

2”
72

”
73

3/
4”

68
3/

4”

20* 20* 20* 20* 20* 20*

20* 20* 20* 20* 20* 20*

20* 20* 20* 20* 20* 20*

E

E

E

E

E

E

DAYLIGHT OPENING
FRAME SIZE

ROUGH OPENING
UNIT SIZE

8 3/8” 9 9/16”
23 1/2”

24”
25 3/4”

11 3/8” 12 9/16”
29 1/2”

30”
31 3/4”

14 3/8” 15 9/16”
35 1/2”

36”
37 3/4”

17 3/8” 18 9/16”
41 1/2”

42”
43 3/4”

20 3/8” 21 9/16”
47 1/2”

48”
49 3/4”

23 3/8” 24 9/16”
53 1/2”

54”
55 3/4”

ELEVATION SYMBOL LEGEND:
##* NUMBER INDICATES DESIGN PRESSURE (DP) RATING WITH STANDARD GLAZING.
E UNIT MEETS EGRESS REQUIREMENTS FOR IRC CODE. STATE AND LOCAL EGRESS CODES MAY DIFFER. ALWAYS REFER TO LOCAL BUILDING CODES FOR COMPLETE REQUIREMENTS.

CHECK WITH LOCAL OFFICIALS TO ENSURE COMPLIANCE BEFORE INSTALLING THE UNIT.

2-WIDE SLIDING WINDOWS

Builders Vinyl

SCALE: 1/4” = 1’

Sliding Windows
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26 3/8” 27 9/16”
59 1/2”

60”
61 3/4”

32 3/8” 33 9/16”
71 1/2”

72”
73 3/4”

29 3/8” 30 9/16”
65 1/2”

66”
67 3/4”

20* 20*20*

7HS6012 7HS6612 7HS7212

7HS6018 7HS6618 7HS7218

7HS6024 7HS6624 7HS7224

7HS6030 7HS6630 7HS7230

7HS6036 7HS6636 7HS7236

7HS6042 7HS6642 7HS7242

7HS6048 7HS6648 7HS7248

7HS6054 7HS6654 7HS7254

20* 20*20*

20* 20*20*

20* 20*20*

20* 20*20*

20* 20*20*

20* 20*20*

20* 20*20*

E

E

E

E

E

E

E

E

E

E

E

E

E

DAYLIGHT OPENING
FRAME SIZE

ROUGH OPENING
UNIT SIZE

6
3/

8”
11

1/
2”

12
”

13
3/

4”

8
3/

4”
12

3/
8”

17
1/

2”
18

”
19

3/
4”

14
3/

4”
18

3/
8”

23
1/

2”
24

”
25

3/
4”

20
3/

4”
24

3/
8”

29
1/

2”
30

”
31

3/
4”

26
3/

4”
30

3/
8”

35
1/

2”
36

”
37

3/
4”

32
3/

4”
36

3/
8”

41
1/

2”
42

”
43

3/
4”

38
3/

4”
43

3/
8”

47
1/

2”
48

”
49

3/
4”

45
3/

4”
48

3/
8”

53
1/

2”
54

”
55

3/
4”

50
3/

4”

ELEVATION SYMBOL LEGEND:
##* NUMBER INDICATES DESIGN PRESSURE (DP) RATING WITH STANDARD GLAZING.
E UNIT MEETS EGRESS REQUIREMENTS FOR IRC CODE. STATE AND LOCAL EGRESS CODES MAY DIFFER. ALWAYS REFER TO LOCAL BUILDING CODES FOR COMPLETE REQUIREMENTS.

CHECK WITH LOCAL OFFICIALS TO ENSURE COMPLIANCE BEFORE INSTALLING THE UNIT.

2-WIDE SLIDING WINDOWS

Builders Vinyl

SCALE: 1/4” = 1’
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7HS6060 7HS6660 7HS7260

7HS6066 7HS6666 7HS7266

7HS6072 7HS6672 7HS7272

20* 20*20*

20* 20*20*

20* 20*20*

E

E

E

E

E

E

E

E

E

26 3/8” 27 9/16”
59 1/2”

60”
61 3/4”

32 3/8” 33 9/16”
71 1/2”

72”
73 3/4”

29 3/8” 30 9/16”
65 1/2”

66”
67 3/4”

DAYLIGHT OPENING
FRAME SIZE

ROUGH OPENING
UNIT SIZE

54
3/

8”
59

1/
2”

60
”

61
3/

4”

56
3/

4”
60

3/
8”

65
1/

2”
66

”
67

3/
4”

62
3/

4”
66

3/
8”

71
1/

2”
72

”
73

3/
4”

68
3/

4”

ELEVATION SYMBOL LEGEND:
##* NUMBER INDICATES DESIGN PRESSURE (DP) RATING WITH STANDARD GLAZING.
E UNIT MEETS EGRESS REQUIREMENTS FOR IRC CODE. STATE AND LOCAL EGRESS CODES MAY DIFFER. ALWAYS REFER TO LOCAL BUILDING CODES FOR COMPLETE REQUIREMENTS.

CHECK WITH LOCAL OFFICIALS TO ENSURE COMPLIANCE BEFORE INSTALLING THE UNIT.

2-WIDE SLIDING WINDOWS

Builders Vinyl

SCALE: 1/4” = 1’

Sliding Windows
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DAYLIGHT OPENING
FRAME SIZE

ROUGH OPENING
UNIT SIZE

15 9/16”[2] 31 29/32”
71 1/2”

72”
73 3/4”

18
3/

8”
23

1/
2”

24
”

25
3/

4”

72S7224

15 9/16”[2] 37 29/32”
77 1/2”

78”
79 3/4”

72S7824

18 9/16”[2] 37 29/32”
83 1/2”

84”
85 3/4”

72S8424

18 9/16”[2] 43 29/32”
89 1/2”

90”
91 3/4”

72S9024

21 9/16”[2] 43 29/32”
95 1/2”

96”
97 3/4”

72S9624

72S7230 72S7830 72S8430 72S9030 72S9630

72S7236 72S7836 72S8436 72S9036 72S9636

72S7242 72S7842 72S8442 72S9042 72S9642

72S7248 72S7848 72S8448 72S9048 72S9648

72S7254 72S7854 72S8454 72S9054 72S9654

72S7260 72S7860 72S8460 72S9060 72S9660

72S7266 72S7866 72S8466 72S9066 72S9666

72S7272 72S7872 72S8472 72S9072 72S9672

20
3/

4”
24

3/
8”

29
1/

2”
30

”
31

3/
4”

26
3/

4”
30

3/
8”

35
1/

2”
36

”
37

3/
4”

32
3/

4”
36

3/
8”

41
1/

2”
42

”
43

3/
4”

38
3/

4”
42

3/
8”

47
1/

2”
48

”
49

3/
4”

44
3/

4”
48

3/
8”

53
1/

2”
54

”
55

3/
4”

50
3/

4”
54

3/
8”

59
1/

2”
60

”
61

3/
4”

56
3/

4”
60

3/
8”

65
1/

2”
66

”
67

3/
4”

62
3/

4”
66

3/
8”

71
1/

2”
72

”
73

3/
4”

68
3/

4”

3-WIDE SLIDING WINDOWS

Builders Vinyl
Sliding Windows

SCALE: 1/8” = 1’
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21 9/16”[2] 49 29/32”
101 1/2”
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103 3/4”

72S10224

24 9/16”[2] 55 29/32”
113 1/2”
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115 3/4”
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107 1/2”

108”
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72S10260 72S1146072S10860

72S10266

E

E

E

E

E

E

E

E

E

E

E

E

E

E

E

E

DAYLIGHT OPENING
FRAME SIZE

ROUGH OPENING
UNIT SIZE

18
3/

8”
23

1/
2”

24
”

25
3/

4”

20
3/

4”
24

3/
8”

29
1/

2”
30

”
31

3/
4”

26
3/

4”
30

3/
8”

35
1/

2”
36

”
37

3/
4”

32
3/

4”
36

3/
8”

41
1/

2”
42

”
43

3/
4”

38
3/

4”
42

3/
8”

47
1/

2”
48

”
49

3/
4”

44
3/

4”
48

3/
8”

53
1/

2”
54

”
55

3/
4”

50
3/

4”
54

3/
8”

59
1/

2”
60

”
61

3/
4”

56
3/

4”
60

3/
8”

65
1/

2”
66

”
67

3/
4”

62
3/
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E

ELEVATION SYMBOL LEGEND:
E UNIT MEETS EGRESS REQUIREMENTS FOR IRC CODE. STATE AND LOCAL EGRESS CODES MAY DIFFER. ALWAYS REFER TO LOCAL BUILDING CODES FOR COMPLETE REQUIREMENTS.

CHECK WITH LOCAL OFFICIALS TO ENSURE COMPLIANCE BEFORE INSTALLING THE UNIT.
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STANDARD PRAIRIE PRAIRIE SASH COLONIAL TOP 1/2

GRILLE PATTERNS

Sliding Windows
Builders Vinyl



Architectural Detail Manual
December 2008 JELD-WEN reserves the right to change specifications without notice. Page 5-11

VERTICAL SECTION

Fr
am

e
Si

ze

Ro
ug

h
O

pe
ni

ng

Sa
sh

Si
ze

G
la

ss
Si

ze

D
ay

lig
ht

O
pe

ni
ng

1/2”

15/16”

1 1/8”

1/2”

1/2”

1 1/8”

15/16”

G
la

ss
Si

ze

D
ay

lig
ht

O
pe

ni
ng

U
ni

tS
iz

e

2”

1/2”

1/2”

2”

2 7/8”

1 1/4” 1 5/8”

2 7/8”

1 1/4” 1 5/8”

2-WIDE SLIDING WINDOWS

Sliding Windows

SCALE: 6” = 1’

Builders Vinyl



Architectural Detail Manual
December 2008 JELD-WEN reserves the right to change specifications without notice. Page 5-12

Frame Size

Rough Opening

Sash Size

Glass Size

Daylight Opening

1/4” 1/4”

15/16”

1 1/8”
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1 1/8”
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Glass Size

Daylight Opening

Unit Size

Screen Size1 3/4”

1/2” 1/2”
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1 5/8”

2 7/8”

1 1/4”

1 5/8”

2 7/8”

2-WIDE SLIDING WINDOWS

Sliding Windows

SCALE: 6” = 1’
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Frame Size

Rough Opening

Sash Size

Glass Size

Daylight Opening

1/4” 1/4”

15/16”

1 1/8”

1/2” 1/2”

1 1/8”

HORIZONTAL SECTION

Glass Size

Daylight Opening

Unit Size

Screen Size1 3/4”
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