Extended Detention Basin Maintenance Plan for

Routine Maintenance Activities

Primary maintenance activities include vegetation management and sediment removal, although mosquito abatement is a concern if the extended detention basin is designed to include permanent pools of standing water.  Routine maintenance activities, and the frequency at which they will be conducted, are shown in the table below.
	Routine Maintenance Activities for Extended Detention Basins

	No.
	Maintenance Task
	Frequency of Task

	1
	Conduct annual vegetation management during the summer, removing weeds and harvesting vegetation.  Remove all grass cuttings and other green waste.
	Once a year

	2
	Trim vegetation at beginning and end of wet season to prevent establishment of woody vegetation, and for aesthetics and mosquito control.
	Twice a year (spring and fall)

	3
	Evaluate health of vegetation and remove and replace any dead or dying plants.  Treat vegetation using preventative and low-toxic methods.  If necessary, replace with plants with similar growing requirements.  Remove all green waste and dispose of properly.
	Twice a year

	4
	If turf grass is included in basin design, conduct regular mowing and remove all grass cuttings.  Avoid producing ruts when mowing.  If turf grass requires replacement, use a species with similar growth requirements.
	[[== insert frequency, if applicable ==]]

	5
	Remove sediment from forebay when the sediment level reaches the level shown on the fixed vertical sediment marker and dispose of sediment properly.
	As needed

	6
	Remove accumulated sediment and regrade when the accumulated sediment volume exceeds 10% of basin volume and dispose of sediment properly.
	Every 10 years, or as needed [[to maintain 2 in. clearance below low-flow orifice for HM design]]

	7
	Remove accumulated trash and debris from the extended detention basin at the middle and end of the wet season and dispose of trash and debris properly.
	Twice a year (January and April)

	8
	Irrigate during dry weather.
	[[== insert frequency ==]]

	9
	Plant species in the detention basin include:

	

	10
	Inspect extended detention basin using the inspection checklist provided in Exhibit D.
	Quarterly, or as needed


Inspections: The Extended Detention Basin Inspection and Maintenance Checklist provided in Exhibit D shall be used to conduct inspections monthly (or as needed), identify needed maintenance, and record maintenance that is conducted.
Mosquito Abatement: Standing water shall not remain in the treatment measures for more than five days, to prevent mosquito generation.  Should any mosquito issues arise, contact the Alameda County Mosquito Abatement District (ACMAD), as needed for assistance.  Mosquito larvicides shall be applied only when absolutely necessary, as indicated by the ACMAD and then only by a licensed professional or contractor. Contact information for ACMAD follows: Alameda County Mosquito Abatement District, 23187 Connecticut St., Hayward, CA 94545, Phone: (510) 783-7747
