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ireplace or wood stove becomes your friend.  It keeps you warm, 
ry glow, and makes your life more comfortable.  While your fireplace or 
t is time to prepare for the upcoming winter season. 

fireplace is the screen.  Since the screen separates the fire from your 
ion device.  If your screen is damaged or worn out, replace it.  Choose 
 A well-fitting screen prevents sparks from escaping the fireplace and 
rity. 

ng in popularity.  They are effective and efficient when installed 
talled wood stoves are a disaster, however.  Read and follow all 
ns to ensure a wood stove is ready for safe use. 

chimney is a part of your heating system which requires yearly 
ore than one year since your chimney has been cleaned, it is lined with 

ance – creosote.  As the amount of creosote increases in the chimney, so 
ney fire. 

rong drafts may carry large chunks of burning creosote 10 to 20 feet 
ting a roof, nearby trees, sheds, lawns or anything else with which it 
ssibility of this is a strong argument for the installation of spark 
 on the top opening of the chimney prevent embers from escaping.  
are present during a chimney fire.  The temperature inside the chimney 
grees.  This intense heat melts the mortar between the flue liners, and in 
e gaps in the flue lining.  Therefore, it allows the fire to come in contact 
ouse itself. 

h can be purchased for (supposedly) cleaning chimneys.  They are not 
d by the State Fire Marshal’s office.  In fact, if used improperly, they 
e damage to your chimney.  The most effective way to prevent the 

 is to have a professional chimney sweep clean the residue from your 

d stove or a fireplace, you still have the problem of disposing of the 
ire may appear “cold,” there may still be warm embers capable of 
e materials.  Dispose of all ashes in a metal container.  Do not put other 
 container as the ashes.  
re Prevention for further information about Fire and Life Safety 
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